
GONIOPHOTOMETERS SYSTEM TEST REPORT

STREETLIGHT PHOTOMETRIC TEST REPORT

Report number: 

MANUFACTURER: 

Address: 

NAME: Kolokol 275x275x72 200W 5000K ZS 120 TYPE: WEIGHT: 

SPECIFICATION: CCT(K): 4767 DIMENSION: 275x275x72 SERIAL No.: 
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MODEL:

NOMINAL POWER(W):

RATED VOLTAGE(V):

NOMINAL FLUX(lm):

TEST FLUX(lm):

LAMPS QUANTITY:

TOTAL RADIANT(mw):

Imax(cd):

MAXIMUM(C,  ):

EFFICIENCY(%):

   street_up(%):

   street_down(%):

   house_up(%)

   house_down(%):









Effictive Flux(lm):

EEI

Voltage(V)

Current(A)

Power(W)

Power Factor

EEFICIENCY(lm/W)

200

220

36589.1

36589.1

1

36589.1

13132

75, 0.0

100.0

0.5

49.0

0.5

50.0

36589.1

0.073

219.8

0.914

197.3

0.982

185.4

Test Set: 5.0deg/s  C-Gamma (TYPE C)
Humidity:65.0%
Test Distance:10.000 m

Temperature:25.3'C 
Operators:
Test Date:28-08-2020

Remarks: 70Ra 0.5Flickering
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GONIOPHOTOMETERS SYSTEM TEST REPORT

ISOCANDELA DIAGRAM

Report number: 

MANUFACTURER: 

Address: 

NAME: Kolokol 275x275x72 200W 5000K ZS 120 TYPE: WEIGHT: 

SPECIFICATION: CCT(K): 4767 DIMENSION: 275x275x72 SERIAL No.: 
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Test Set: 5.0deg/s  C-Gamma (TYPE C)
Humidity:65.0%
Test Distance:10.000 m

Temperature:25.3'C 
Operators:
Test Date:28-08-2020

Remarks: 70Ra 0.5Flickering
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GONIOPHOTOMETERS SYSTEM TEST REPORT

ISOLUX DIAGRAM

Report number: 

MANUFACTURER: 

Address: 

NAME: Kolokol 275x275x72 200W 5000K ZS 120 TYPE: WEIGHT: 

SPECIFICATION: CCT(K): 4767 DIMENSION: 275x275x72 SERIAL No.: 

 5.38m
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MOUNTING HEIGHT: 3.0m

 10% 145.8lx

 20% 291.7lx

 30% 437.5lx

 40% 583.4lx

 50% 729.3lx

 60% 875.1lx

 70% 1021lx

 80% 1167lx

 90% 1313lx

Test Set: 5.0deg/s  C-Gamma (TYPE C)
Humidity:65.0%
Test Distance:10.000 m

Temperature:25.3'C 
Operators:
Test Date:28-08-2020

Remarks: 70Ra 0.5Flickering
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GONIOPHOTOMETERS SYSTEM TEST REPORT

ISOCANDELA DIAGRAM

Report number: 

MANUFACTURER: 

Address: 

NAME: Kolokol 275x275x72 200W 5000K ZS 120 TYPE: WEIGHT: 

SPECIFICATION: CCT(K): 4767 DIMENSION: 275x275x72 SERIAL No.: 

C0 C15
C30

C45

C60

C75

C90

C105

C120

C135

C150
C165C180C195

C210

C225

C240

C255

C270

C285

C300

C315

C330
C345

Max @   = 0.0DEGHOUSE SIDE STREET SIDE

0

3000

6000

9000

12000

15000

Test Set: 5.0deg/s  C-Gamma (TYPE C)
Humidity:65.0%
Test Distance:10.000 m

Temperature:25.3'C 
Operators:
Test Date:28-08-2020

Remarks: 70Ra 0.5Flickering
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GONIOPHOTOMETERS SYSTEM TEST REPORT

LUMINOUS DISTRIBUTION INTENSITY DATA

Report number: 

MANUFACTURER: 

Address: 

NAME: Kolokol 275x275x72 200W 5000K ZS 120 TYPE: WEIGHT: 

SPECIFICATION: CCT(K): 4767 DIMENSION: 275x275x72 SERIAL No.: 

  (deg)

C(deg)

UNIT: ¡Á10cd

0

0.0 1313

5.0 1308

10.0 1294

15.0 1273

20.0 1238

25.0 1196

30.0 1143

35.0 1078

40.0 1005

45.0 920

50.0 825

55.0 711

60.0 574

65.0 440

70.0 300

75.0 169

80.0 66.1

85.0 15.3

90.0 3.78

95.0 2.84

100.0 3.19

105.0 3.68

110.0 4.27

115.0 4.92

120.0 5.60

125.0 6.30

130.0 6.99

135.0 7.71

140.0 8.40

145.0 9.05

150.0 9.66

155.0 10.2

160.0 10.7

165.0 11.2

170.0 11.6

175.0 12.0

180.0 12.1

15

1313

1308

1294

1271

1237

1193

1139

1075

1000

914

819

702

564

431

298

158

59.0

10.9

1.42

1.88

2.49

3.18

3.89

4.63

5.38

6.10

6.85

7.59

8.30

8.98

9.58

10.1

10.6

11.0

11.4

11.7

11.9

30

1313

1308

1294

1272

1237

1194

1140

1076

1002

916

820

705

570

434

294

163

62.8

15.4

3.37

2.83

3.16

3.65

4.24

4.85

5.50

6.17

6.84

7.55

8.25

8.90

9.52

10.0

10.5

11.0

11.4

11.7

11.9

45

1313

1307

1293

1270

1235

1190

1135

1071

995

908

813

693

558

423

299

151

54.6

10.0

1.44

1.91

2.52

3.21

3.91

4.63

5.35

6.06

6.80

7.53

8.26

8.96

9.57

10.1

10.6

11.0

11.4

11.7

11.8

60

1313

1307

1293

1270

1235

1190

1135

1070

996

909

812

696

560

423

286

155

57.4

14.6

3.08

2.85

3.19

3.70

4.29

4.90

5.56

6.24

6.92

7.64

8.35

9.01

9.64

10.2

10.7

11.1

11.5

11.7

11.9

75

1313

1307

1291

1267

1231

1186

1130

1065

988

900

804

683

546

411

270

142

48.6

8.84

1.46

1.96

2.59

3.28

4.00

4.75

5.50

6.23

6.99

7.74

8.49

9.20

9.85

10.4

10.9

11.3

11.6

11.8

11.9

90

1313

1306

1290

1266

1230

1186

1130

1064

989

902

804

683

550

411

275

146

52.4

13.4

2.92

2.88

3.24

3.77

4.39

5.05

5.74

6.44

7.13

7.84

8.53

9.16

9.76

10.2

10.7

11.2

11.6

12.0

12.1

105

1313

1305

1289

1264

1228

1182

1125

1059

981

893

796

671

536

400

259

133

44.8

7.88

1.50

2.01

2.64

3.34

4.06

4.81

5.55

6.28

7.03

7.77

8.45

9.12

9.70

10.2

10.7

11.1

11.5

11.7

11.9

120

1313

1305

1289

1264

1228

1183

1126

1059

983

895

796

672

540

400

264

138

48.0

12.4

2.86

2.90

3.27

3.79

4.40

5.02

5.67

6.35

7.02

7.73

8.42

9.05

9.67

10.2

10.6

11.1

11.5

11.7

11.9

135

1313

1305

1288

1263

1227

1179

1122

1056

978

888

791

660

530

390

250

128

41.7

7.47

1.52

2.04

2.67

3.37

4.08

4.81

5.53

6.25

6.99

7.74

8.45

9.12

9.71

10.2

10.7

11.1

11.5

11.7

11.8

150

1313

1305

1289

1264

1227

1181

1124

1057

981

893

793

667

534

394

259

135

46.6

12.0

2.86

2.91

3.29

3.82

4.43

5.05

5.72

6.41

7.10

7.82

8.52

9.17

9.80

10.3

10.8

11.2

11.6

11.8

11.9

165

1313

1305

1288

1263

1226

1179

1121

1055

976

887

789

658

526

388

247

127

41.3

7.23

1.53

2.05

2.70

3.41

4.14

4.89

5.64

6.38

7.14

7.91

8.64

9.35

10.0

10.5

11.0

11.4

11.7

11.8

11.9

180

1313

1306

1290

1265

1230

1184

1127

1062

986

898

801

672

541

402

264

137

48.2

8.65

1.55

2.07

2.74

3.48

4.25

5.04

5.83

6.59

7.35

8.10

8.78

9.42

9.99

10.4

10.9

11.4

11.8

12.1

12.2

195

1313

1306

1290

1267

1232

1186

1131

1065

988

904

805

677

550

410

273

149

54.4

13.8

3.04

2.93

3.33

3.87

4.50

5.19

5.86

6.56

7.27

8.00

8.71

9.39

10.0

10.5

11.0

11.4

11.7

11.9

11.9

210

1313

1306

1290

1267

1232

1186

1130

1065

989

901

804

676

547

411

299

142

51.7

9.32

1.51

2.03

2.68

3.41

4.14

4.90

5.65

6.39

7.15

7.90

8.60

9.28

9.90

10.4

10.9

11.2

11.6

11.8

11.8

Test Set: 5.0deg/s  C-Gamma (TYPE C)
Humidity:65.0%
Test Distance:10.000 m

Temperature:25.3'C 
Operators:
Test Date:28-08-2020

Remarks: 70Ra 0.5Flickering
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GONIOPHOTOMETERS SYSTEM TEST REPORT

LUMINOUS DISTRIBUTION INTENSITY DATA

Report number: 

MANUFACTURER: 

Address: 

NAME: Kolokol 275x275x72 200W 5000K ZS 120 TYPE: WEIGHT: 

SPECIFICATION: CCT(K): 4767 DIMENSION: 275x275x72 SERIAL No.: 

  (deg)

C(deg)

UNIT: ¡Á10cd

225

0.0 1313

5.0 1307

10.0 1292

15.0 1269

20.0 1235

25.0 1189

30.0 1135

35.0 1069

40.0 994

45.0 910

50.0 812

55.0 684

60.0 559

65.0 420

70.0 283

75.0 157

80.0 59.8

85.0 14.8

90.0 3.28

95.0 2.93

100.0 3.31

105.0 3.83

110.0 4.46

115.0 5.11

120.0 5.77

125.0 6.45

130.0 7.13

135.0 7.84

140.0 8.53

145.0 9.19

150.0 9.78

155.0 10.3

160.0 10.7

165.0 11.2

170.0 11.5

175.0 11.8

180.0 11.9

240

1313

1308

1292

1269

1236

1191

1135

1070

995

909

813

687

556

422

299

151

56.5

10.4

1.49

1.99

2.64

3.36

4.09

4.85

5.60

6.33

7.07

7.82

8.51

9.17

9.77

10.2

10.7

11.1

11.5

11.7

11.8

255

1313

1308

1294

1272

1238

1194

1140

1075

1000

917

821

696

568

433

295

167

65.7

15.1

3.77

2.91

3.27

3.80

4.42

5.10

5.77

6.47

7.16

7.87

8.55

9.19

9.77

10.3

10.7

11.1

11.5

11.8

11.9

270

1313

1308

1294

1271

1239

1195

1140

1077

1002

916

822

699

568

435

299

162

63.5

12.2

1.47

1.94

2.59

3.33

4.09

4.87

5.66

6.41

7.18

7.92

8.62

9.27

9.85

10.3

10.9

11.3

11.7

12.0

12.1

285

1313

1309

1295

1274

1241

1197

1145

1081

1006

924

828

709

579

446

305

177

72.3

15.3

4.66

2.89

3.24

3.74

4.37

5.03

5.71

6.41

7.10

7.84

8.55

9.25

9.90

10.4

10.9

11.3

11.6

11.8

11.9

300

1313

1309

1295

1274

1241

1197

1143

1081

1007

922

828

711

576

446

305

170

68.5

13.6

1.55

1.90

2.53

3.24

3.96

4.72

5.47

6.20

6.97

7.73

8.44

9.12

9.76

10.3

10.8

11.2

11.5

11.7

11.8

315

1313

1309

1296

1276

1243

1199

1147

1084

1011

929

834

718

587

455

312

183

76.0

15.4

5.40

2.87

3.20

3.70

4.30

4.95

5.60

6.27

6.95

7.67

8.38

9.03

9.66

10.2

10.6

11.1

11.4

11.7

11.9

330

1313

1309

1296

1275

1242

1199

1145

1083

1010

925

832

717

581

452

309

175

71.1

14.4

1.67

1.87

2.50

3.20

3.93

4.68

5.42

6.15

6.90

7.64

8.36

9.04

9.65

10.1

10.6

11.0

11.4

11.7

11.8

345

1313

1309

1297

1276

1243

1199

1148

1085

1012

930

835

721

589

457

315

185

77.3

15.1

5.46

2.87

3.19

3.69

4.30

4.96

5.63

6.33

7.02

7.73

8.42

9.07

9.67

10.2

10.6

11.1

11.4

11.7

11.9

Test Set: 5.0deg/s  C-Gamma (TYPE C)
Humidity:65.0%
Test Distance:10.000 m

Temperature:25.3'C 
Operators:
Test Date:28-08-2020

Remarks: 70Ra 0.5Flickering
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